RAENE

GM 8.25" Front Differential Gear Ratio
Identification Method

To ensure ordering/installing the correct 8.25” Front Differential gear
ratio please refer to the following:

1. Locate the “Service Parts Identification”
sticker located in the vehicle’s glove box
(See Illustration 1). This sticker lists all the
Regular Production Option (RPO) codes
for the vehicle.

2. The gear ratio RPO code will be shown on the
“Service Parts Identification” sticker
(See lllustration 2).

3. Identify your code as one of the following:
GT4-3.73
GT5-4.10
GUG6-3.42

4. Confirm vehicle: Year, Make, Model,
Drive Type (AWD vs RWD)

5. Order, or confirm and install, the appropriate
DRIVEN™ by ATP-Inc. part number for
your specific vehicle.
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ILLUSTRATION 1

SERVIGE PARTS IDENTIFICATION DO NOT REMOVE

116.0 NJSQRV ~ CK10706

AGl AG2 AJ1 ALO AL4 AN3 AP3 ARL ARS ASF AS3
AU3 AXP A31 BVE B30 B58 B85 CE1 CF5 CJ2 (25

C36 C48 C6A.565-DCP DD8 DH6 DK8 DL3 DO7 EF7
E52 E61 FE® 369 G80 JD9 JF4 JL4 INC KA6
KB6 KW1 K34™E=MEMYC NP5 NQH NT7 N86 PCJ QSS

R5C R91 RON SAF\SLM SLT STZ S80 T74 T96 UBS
UD7 UE1 UG1 UJ6 YK3 UK6 UPF UQA UVB UVC U42
U84 VFF VGD VGE V§K VK3 VR4 VT7 VXS V1K V22
V64 V73 V76 X88 YD§ YD5 YD6 YE9 ZRS ZY1 755
782 1LZ 1SZ 331 336\6H3 7H3 98U

BC/CC U 800J
RPO CODE (GEAR RATIO) '

ILLUSTRATION 2






